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SELECT OR GRANULAR
MATERIAL COMPACTED
TO 90% STANDARD PROCTOR DENSITY

DENSITY.

B /

SUITABLE NATIVE MATERIAL
COMPACTED TO 95% STANDARD PROCTOR DENSITY

W4 Ul
wn
L)
o
< Jo _ .
g B RE
"ﬁﬁfg — 1/4 Bc
CLASS "B” id
CONCRETE CRADLE o
1/4 DIA.
L 3" MIN.
6” MIN. IN ROCK
CLASS "A”

CLASS "B” CONCRETE CRADLE
PLAIN CONC. LF 2.8
REINF. CONC. LF 3.4 P=0.4%

NOTES:

1.

N

N

NOTE:

o v o

LF. = LOAD FACTOR TO BE USED TO
DETERMINE 3 EDGE BEARING BASED
ON TYPE OF EMBEDMENT.

FREE—FALL OF CONCRETE NOT TO
EXCEED 5 FT.

P = Rho FOR STEEL %

Bc = OUTSIDE DIAMETER OF PIPE
Bd = TRENCH WIDTH

N.T.S.

GREEN TRACER TAPE SHALL BE PLACED OVER ALL SANITARY SEWER MAINS.

BLUE TRACER WIRE, AWG #12, SHALL BE PLACED OVE
AND ROUTED THROUGH VALVE STACKS.

R ALL WATER MAINS

CLASS "A” AND "A—1" EMBEDMENT MAY BE USED WHEN APPROVED
BY THE CITY ENGINEER FOR EMBEDMENT OF A WATER OR SANITARY
SEWER PIPE WHICH PASSES BENEATH A STORM DRAIN PIPE.

STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD

DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

COMPACTED 3/4" —J]
CRUSHED LIMESTONE

7/

VARIES
/IS 77774

CLASS "B” PLAIN
OR REINFORCED
CONCRETE.

b J

SUITABLE NATIVE MATERIAL
COMPACTED TO 95% STANDARD PROCTOR DENSITY

CLASS "A-1"

1/4 Be

— 3" MIN.
6" MIN. IN ROCK

CLASS "B” CONCRETE CAP
PLAIN CONC. LF 2.8

REINF. CONC. LF 3.4 P=0.47%
REINF. CONC. LF 4.8 P=1.0%

N.T.S.

&

NO.

LOCAL EXCEPTION

BY

DATE

THE .CITY . -0F

COPPELL

g 5 9

CLASS "A" AND "A-1"

STANDARD CONSTRUCTION DETAILS STD. SPEC.
EMBEDMENT 504, 702.

CITY OF COPPELL DALLAS COUNTY, TEXAS

3010

STANDARD DETAIL




SAND

SUITABLE NATIVE MATERIAL
\//COMPACTED TO 95% STANDARD PROCTOR DENSITY

VARIES

12”
MIN.

FILTER
FABRIC

FILTER FABRIC BETWEEN L
SAND LAYER AND CRUSHED STONE LAYER ]IV \ Il—‘o_
AND 6” UP TRENCH SIDE U

6" MIN., TYP

— 6" MIN

COMPACTED 3/4” BELOW PIPE

CRUSHED LIMESTONE

STORM DRAIN EMBEDMENT

N.T.S.
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Q NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD

< DRAWINGS DATED NOV. 96, WITH LOCAL EXCEPTIONS.
[ STANDARD CONSTRUCTION DETAILS EEQERSE%EC%
COPPELL EMBEDMENT 508.
et e STORM DRAIN STANDARD DETAIL

NO. LOCAL EXCEPTION BY DATE ) i CITY OF COPPELL DALLAS COUNTY, TEXAS 3020
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SUITABLE NATIVE MATERIAL
/COMPACTED TO 95% STANDARD PROCTOR DENSITY

42" MIN.

19
MIN.

— 6" MIN.
BELOW PIPE

“—SAND/FREE FLOWING GRANULAR MATERIAL

6” MIN., TYP

WATER MAIN EMBEDMENT

(UNLESS MODIFIED BY APPROVED CONSTRUCTION PLANS)

N.T.S.
NOTES:
1. BLUE TRACER WIRE, AWG #12, SHALL BE PLACED OVER ALL WATER MAINS
AND ROUTED THROUGH VALVE STACKS.
2. WATER LINE MINIMUM COVER IS 42" TO TOP OF PIPE.
North Central Te{as Council of Governments
¥ = NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
4 DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
STD. SPEC.
[ STANDARD CONSTRUCTION DETAILS Sl Shre
COPPELL EMBEDMENT 504., 506.
> 4 . WATER MAIN STANDARD DETAIL
bl 3030
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS




3/4"CRUSHED LIMESTONE

SUITABLE NATIVE MATERIAL
COMPACTED TO 95% STANDARD PROCTOR DENSITY

\

VARIES

6" MIN. UNDER PIPE

6” MIN., TYP

SANITARY SEWER LINE EMBEDMENT

(UNLESS MODIFIED BY APPROVED CONSTRUCTION PLANS)
N.T.S.

1. GREEN TRACER TAPE SHALL BE PLACED OVER ALL SANITARY SEWER MAINS.

North Central Texas Council of Governments
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Q NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD

< DRAWINGS DATED NOV. 96, WITH LOCAL EXCEPTIONS.
o STANDARD CONSTRUCTION DETAILS S, SPEC.
COPPELL EMBEDMENT 504., 507.
et e SANITARY SEWER STANDARD DETAIL

NO. LOCAL EXCEPTION BY DATE ) k CITY OF COPPELL DALLAS COUNTY, TEXAS 3050




SUITABLE NATIVE MATERIAL
COMPACTED TO 95% STANDARD PROCTOR DENSITY

K\ROCK LINE IN CREEK
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CLASS "B”
\ CONC. CAP
_ - X
%) Ll »
L 4” MIN. OVER 2 Jd 6" MN.
z ) TOP OF BELLS. s x
= o = CLASS “B" CONC.
BACKFILL OR
STABILIZED BACKFILL
- AS SPECIFIED ON
PLANS.
CLASS "B” CONCRETE _\5’ A— | y
1/4 D
1/4 D | 5 T
) 2 MIN. CLASS "B” GONC. 6” MIN. IN ROCK
6" MIN., TYP 6” MIN. IN ROCK
Bd
CLASS "G—-1"
(FOR ROCK DITCHES IN CREEKS)
” ”
CLASS G N.T.S.
N.T.S.
NOTES:
1. D = INSIDE DIAMETER OF PIPE
2. Bd = TRENCH WIDTH
3. TRACER TAPE SHALL BE PLACED OVER ALL SANITARY SEWER MAINS.
4. BLUE TRACER WIRE, AWG #12, SHALL BE PLACED OVER ALL WATER MAINS.
North Central Te{as Council of Governments
Aq‘—; NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
’v{:: DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
STD. SPEC.
[ STANDARD CONSTRUCTION DETAILS REFERENCE
COPPELL EMBEDMENT 504., 702.
" » nAn g STANDARD DETAIL
e CLASS "G" AND "G-1 3060
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS
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1 1/2" HOT MIX ASPHALTIC
/WEARING SURFACE
ON TACK COAT

OTHERWISE SPECIFIED

#3 BARS AT 18" C/C
EACH WAY UNLESS \ MAXIMUM WIDTH

BY CITY. (SEE NOTE) /

EXISTING ASPHALT
SURFACE

-0
EXISTING SUBGRADE/

FIRM TRENCH WALL

A\
@\ e e - __ e \—SAWED JOINT
~C (TYPICAL)
1—0" 6” CLASS "P2”
CONCRETE

3"—6“

6" MIN.

127 MAX., TYP

ASPHALT PAVEMENT

NOTES:

N.T.S.

UTILITY

\ ~—1——FLOWABLE FILL, SEE NOTE 2

FIRM TRENCH WALL

1. FLOWABLE FILL SHALL CONTAIN A MINIMUM OF 2 SACKS CEMENT PER C.Y.

2. CONSTRUCTION JOINT SHALL CONFORM TO CITY OF COPPELL
A STANDARD CONSTRUCTION DETAIL 2050

North Central Texas Council of Governments

= DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

Qﬁq‘a NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD

43 BARS AT 18” C/C

EACH WAY UNLESS
OTHERWISE SPECIFIED
BY CITY.

CONSTRUCTION JOINT, ALL SIDES

SEE STD. DETAIL 2050

MAXIMUM WIDTH

VARIES

REPLACED CONCRETE
TO BE 6" THICK
MINIMUM; CLASS "P2”

(SEE NOTE)
EXISTING PAVING
\ | AND REINFORCEMENT
!_ ;h \ ® [ e _! ’
11_0" 1’_0”
UNLESS | UNLESS |
V(\)"FTHJ'E'NNZ’T VOV'FTHJ'8|N3T EXISTING SUBGRADE
FIRM TRENCH WALL L UTIUTY
\ —~—+——FL OWABLE FILL, SEE NOTE 2
P
N 6” MIN.
M 127 MAX., TYP

#3 BARS AT 18" C/C

EACH WAY UNLESS

OTHERWISE SPECIFIED
BY CITY.

CONSTRUCTION JOINT, ALL SIDES

SEE STD. DETAIL 2050

CONCRETE PAVEMENT

CONSTRUCTION JOINT SHALL CONFORM TO CITY OF
COPPELL STANDARD CONSTRUCTION DETAIL 2050

N.T.S.

WIDTH = WIDTH OF FAILURE + 1' PER SIDE

N\

UNLESS WITHIN 3" OF AN EXISTING JOINT

r

ERNAN

VARIES

REPLACED CONCRETE
TO BE 6" THICK

MINIMUM; CLASS "P2”"

A CONCRETE PAVEMENT REPAIR

CONSTRUCTION JOINT SHALL CONFORM TO CITY OF
COPPELL STANDARD CONSTRUCTION DETAIL 2050

N.T.S.

EXISTING PAVING
[ AND REINFORCEMENT

EXISTING SUBGRADE

A MODIFY NOTES 1 AND 2. SWL JUL. '06
A\ ADD PAVEMENT REPAIR DETAIL. SWL JUL. 06
NO. LOCAL EXCEPTION BY DATE

€ 17T ¥ »

T HE -

&

e

o F

COPPELL

STANDARD CONSTRUCTION DETAILS

PAVEMENT CUTS
REMOVAL AND REPLACEMENT

STD. SPEC.
REFERENCE

402., 504., 702.

CITY OF COPPELL DALLAS COUNTY, TEXAS

STANDARD DETAIL

3070




PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

2’ FROM EDGE OF PAVEMENT |,
1,OR AS SPECIFIED BY CITY

FACE OF BORE PITK

EXISTING ASPHALT ROADWAY\

EXISTING CONCRETE ROADWAY

2' FROM BACK OF CURB
OR AS SPECIFIED BY CITY1,

FACE OF BORE PIT

=
o FILL ANY ANNULAR VOID
FILL ANY ANNULAR VOID \ = / BETWEEN CASING PIPE AND
BETWEEN CASING PIPE AND ;‘; = BORE WITH PRESSURIZED
BORE WITH PRESSURIZED g A 8 SACK NON—SHRINK GROUT
NON SHRINK GROUT Z ‘_‘
=
SEAL CASING PIPE END \ . — SEAL CASING PIPE END
TO CARRIER PIPE WITH 7 | TO CARRIER PIPE WITH
RESILIENT BOOT /’ RESILIENT BOOT
CARRIER PIPE CARRIER PIPE
[
N ~ i ‘
A\ - i
——————
A\ A
SPACING SHALL BE 5' o
OR IN ACCORDANCE WITH 1:-:2N518F ETF?EM
MANUFACTURER’S PRODUCT
INSTALL CASING PIPE BY SPECIFICATIONS
BEGIN SPECIFIED EMBEDMENT DRY BORE OR JACKING CASING PIPE BEGIN SPECIFIED EMBEDMENT
CASING SPACER 1"
RACI BRAND
OR EQUIVALENT
NOTES:
1. ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.
2. BORE DIAMETER SHALL BE SAME SIZE AS CASING PIPE CARRIER
OUTSIDE DIAMETER.
PIPE
3. NON SHRINK GROUT SHALL CONTAIN A MINIMUM OF
8 SACKS CEMENT PER C.Y.
TYPICAL ROADWAY SECTION
NTS CASING PIPE
SECTION A—A
North Central Te{as Council of Governments NTS
Im“‘—;‘ NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
Qwr" DRAWINGS DATED NOV. '96, WITH LOCAL EXCEPTIONS.
STD. SPEC.
[ STANDARD CONSTRUCTION DETAILS REFERENCE
COPPELL ENCASEMENT 501., 503., 5009.
B STANDARD DETAIL
A ADD 5’ DIMENSION. SWL JUL. '06 & TN 5 y ROADWAY CROSSING BORE
NO. LOCAL EXCEPTION BY DATE CITY OF COPPELL DALLAS COUNTY, TEXAS 3090




PATH: S:\Standard_Detalls\New_Dets_modified\SDCoppell2005.dwg

O

R.O.W. —*

NOTES:

1. RED MARKER TAPE SHALL BE ATTACHED TO THE ENDS
OF THE CONDUIT.

2. THE LOCATION OF THE INTERSECTION OF THE CONDUIT
AND THE BACK OF PAVING SHALL BE MARKED WITH
A CHISELED "X” AND RED PAINT.

3. A NYLON CORD SHALL BE PLACED IN ALL CONDUIT UNDER
PAVEMENT. CORD SHALL EXTEND A MINIMUM OF 1" FROM
THE CONDUIT END.

4. ALL PIPE JOINTS SHALL BE SOLVENT WELDED.

5. ALL CONDUIT/SLEEVING SHALL BE SCHEDULE 40.

North Central Texas Council of Governments

Ah“‘—:: NOTE: STANDARDS ARE ADOPTED FROM THE NCTOG STANDARD
7 DRAWINGS DATED NOV. ‘96, WITH LOCAL EXCEPTIONS.

/
.|
=
o
o

(1) 3" GRAY PVC ELECTRICAL CONDUIT

BURY DEPTH 2°'-3" BELOW TOP OF SUBGRADE.

LOCATE IN CENTER OF MEDIAN.

ELECTRICAL CONDUIT ENDS SHALL BE TURNED

UP AND CAPPED TO A HEIGHT 1°—2’ ABOVE FINISHED GRADE
AT DESIGNATED STREET LIGHT LOCATIONS

——l———z’ MIN., TYP

/

TYPICAL INTERSECTION

\

NTS

(1) EACH 2” & 4" WHITE PVC IRRIGATION SLEEVE

BURY DEPTH 1'—2" BELOW TOP OF SUBGRADE. SLEEVE

END SHALL EXTEND A MINIMUM OF 2’ BEYOND THE EDGE

OF PAVING. IRRIGATION SLEEVE ENDS SHALL BE TURNED

UP AND CAPPED TO A HEIGHT 1'—2° ABOVE FINISHED GRADE.
LOCATION TO BE DETERMINED BY DESIGN ENGINEER

(1) 4" GRAY PVC ELECTRICAL CONDUIT

BURY DEPTH 1'—2’ BELOW TOP OF SUBGRADE
LOCATE AT CURB RETURN. TERMINATE IN A
TYPE "A” GROUND BOX 2" FROM BACK OF CURB

NO.

LOCAL EXCEPTION

BY

R STANDARD CONSTRUCTION DETAILS SID. SPEC.

COPPELL GENERAL UNDERGROUND CONDUIT 805.

“7o057 =7 |IRRIGATION SLEEVING AND ELECTRICAL CONDUIT | STANDARD DETAL
DATE e CITY OF COPPELL DALLAS COUNTY, TEXAS 3095




GENERAL UNDERGROUND CONDUIT
GENERAL NOTES AND TESTING

1. CONDUIT SHALL NOT BE PLACED WHERE IT IS LIKELY TO BE DAMAGED.

North Central Texas Council of Governments
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QN DRAWNGS DATED NOV 796, WITH LOCAL, EXCEPTIONS,
S STANDARD CONSTRUCTION DETAILS STD. SPeC.
COPPELL GENERAL UNDERGROUND CONDUIT
« BAETr GENERAL NOTES AND TESTING STANDARD DETAIL
NO. LOCAL EXCEPTION BY DATE & CITY OF COPPELL DALLAS COUNTY, TEXAS 3 100




